
Section CIW-19

(Lancaster Lodge - Drg. No. LL_227)

Scale 1:50 @ A1, 1:100 @ A3

3.6mOD Approx.

2.9mOD Approx.

Section CIW-21

(Western Road - Drg. No. LL_228)

Scale 1:50 @ A1, 1:100 @ A3

Existing ground profile

3.5mOD Flood defence level

3.11mOD Design flood level

3.55mOD Flood defence level

Existing wall to be incorporated

into flood defence after pointing,

grouting & stonework repair

Foundation zone to be pressure grouted

Galvanised stitching bars, pressure

grouted along full length

Quay wall zone to be pressure grouted

Face of existing quay wall to be cleaned

and repointed. Stonework to be repaired

Proposed 0.2m concrete kerb

with 1.0m railing to match existing

Existing car park ground profile

Lancaster Lodge

LL_225

~3.4-3.5mOD

Existing riverbank and planting

to be retained

Existing 0.5m footpath

to be reinstated

Existing footpath

to be retained

River Lee

(South Channel)

River Lee

(South Channel)

EGL 3.0mOD

3.13mOD Design flood level

Proposed reinforced concrete flood defence wall

and coping. Cladding to be applied - random

rubble limestone cladding on wet side. Concrete

fair faced finish on dry side.

Existing property boundary line to be maintained

Proposed 150m topsoil and grass seed

Existing trees and vegetation to be

removed and replaced

Proposed railing (typically 0.6m) to be incorporated to

achieve guard height. Refer to Drg. No. 337 for railing detail.

Section CIW-20

(Lancaster Quay - Drg. No. LL_227)

Scale 1:50 @ A1, 1:100 @ A3

3.15mOD 

3.5mOD Flood defence level

3.12mOD Design flood level

Foundation zone to be grouted

Quay wall zone to be grouted

Face of existing quay wall to be cleaned

and repointed. Stonework to be repaired

Lancaster Quay

LL_227

Existing footpath

to be retained

River Lee

(South Channel)

4.50mOD Approx.

Galvanised stitching bars in corep holes

along full length

Section CIW-22

(Western Road - Drg. No. LL_228)

Scale 1:50 @ A1, 1:100 @ A3

Section CIW-23

(Western Road - Drg. No. LL_228)

Scale 1:50 @ A1, 1:100 @ A3

3.55mOD Flood defence level

3.14mOD Design flood level

Existing footpath to be reinstated

Stone subbase

Proposed backfill

Proposed reinforced concrete flood defence wall

and coping. Cladding to be applied - random

rubble limestone cladding on both sides.

Existing railings to be reinstated on top

of the proposed flood defence wall

Existing ground profile

Existing ground profile

1

1

1

1

River Lee

(South Channel)

Proposed wall drainage

3.55mOD Flood defence level

3.15mOD Design flood level

Existing ground  profile

1
.
2

m

Proposed sheet pile flood defence wall and capping

beam. Cladding to be applied - timber cladding on

dry side; random rubble limestone cladding on wet

side. The wall is to be extended to guarding height,

1.2m above existing ground levels.

River Lee

(South Channel)

Proposed backfill
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Fax +353 (0) 1 661 0747
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Cork City Council,
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Cork, Ireland.

Tel.  +353 (0) 21 4966222.

Fax  +353 (0) 21 4314238.

24 Grove Island,

Corbally,

Co Limerick,

Ireland.

Tel. + 353 (0) 61 345463

Fax.+ 353 (0) 61 280146

Notes:

1. Do not scale from drawing.

2. Proposed works geometry and extents are subject to detailed design.

3. This drawing should be read in conjunction with all other Lower Lee (Cork City) Drainage Scheme Exhibition Drawings and Schedules.
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Ove Arup & Partners Ireland Ltd.,

One Albert Quay,

Cork, Ireland.

Tel +353 (0)21 4277670

Fax +353 (0)21 4272345
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